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(54) Title: CONTAINER NECK CLOSURE DEVICE AND CONTAINER EQUIPPED WITH ONE SUCH DEVICE 
(54) Titre : DISPOSITIF DE BOUCHAGE DUN COL DE RECIPIENT ET RECIPIENT MUNI DUN TEL DISPOSITIF 



(57) Abstract: The invention relates to 
a container neck closure device and to a 
container equipped with one such device. 
The invention comprises a removable 
closure device (20) for the neck of a 
container (3) and a peelable seal which 
is intended to cover the rim of the neck 
in a hermetic manner. In order to ensure 
that the container is properly sealed when 
being re-closed with the closure device, 
the peelable layer of the seal is adapted 
such as to only cover an inner zone 
(61) of the rim (6) of the neck (3). In 
addition, the closure device is provided 
internally with a skirt (24) which rests 
on a different outer zone (62) of said 
rim in an impervious manner, said skirt 
being plastically deformable between 
an essentially-cylindrical configuration 
and a flared configuration. Moreover, the 
inner face of the skirt comprises a surface 
(244) for the transmission of a pressure 
force (F 2 ) which is essentially associated 
with the co-operation between the skirt 
in the flared configuration thereof and the 
rim of the neck. 




(57) Abrege : Ce dispositif comporte un 
J££ bouchon amovible (20) de fermeture du col de recipient (3) et un opercule pelable destine* ô recouvrir de maniere herm£tique le 
buvant du col. Pour garantir une bonne £tanch£ite du recipient lors de son rebouchage par le bouchon, la couche pelable de ropercule 
^| est adaptee pour ne couvrir qu'une zone interieure (61) du buvant (6) du col (3), le bouchon est pourvu interieurement d'une jupe 
(24) d'appui elanche sur une zone exterieure (62) de ce buvant, distincte de la zone interieure (61) et cette jupe est plastiquement 
\^ deformable 
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entre une configuration globalement cylindrique et une configuration evasee, la face int£rieure de cette jupe pr6sentant une surface 
(244) de transmission d'un effort d'appui (F2) lie" essentiellement ô la cooperation de la jupe dans sa configuration evas6e avec 
le buvant du col. Figure 2C 



